Enabling Technologies

World's Leading Manufacturer of Braille Embossers

Romeo 25
Romeo 25, a tough, transportable, single-sided value--now at the lowest price in its long history!
Our Romeo 25 is a rugged basic embosser with a singular reputation for outstanding Braille quality and durability. Ideal for student, personal or home office use, Romeo 25 also has many of the popular features of our larger embossers at an unbeatable price.  Options such as ET Speaks and Single Sheet Tractors are no longer available for Romeo 25 (for these, see the new Romeo Pro 50). This change is great news for value-conscious consumers, because it means we can build more standard Romeo 25's at lower cost. Reliable, high-quality Braille publishing is now more affordable than ever.
Romeo 25's standard features include:

· Dynamic Braille Scaling
Dynamic Braille Scaling lets you change Braille sizes, even within a document, from Library of Congress Braille to California sign Braille, Jumbo Braille, standard Braille with increased line spacing or the smaller Braille often preferred by our Japanese customers. 
· Graphics in two intensities, normal and high resolution 
With Romeo 25's two graphics modes, you can make Braille graphics at normal intensity for large shapes or at high resolution for better detail.
· Romeo 25 comes ready to work with your IBM-compatible PC's parallel port and has a 9-pin serial port as well. 
· Sixteen menus allow you to customize your embosser for every task you need. Adjust for 6 or 8-dot Braille, even print sideways. Adjust your Romeo 25 to make multiple strikes per character for extra-emphasized dots or to allow for heavier materials. Use a variety of paper sizes. Reprint up to 99 copies of one document automatically with Multi-Copy.
Price: 
· Romeo 25 $2,195.

· S&H: $60 in most of the US; Alaska, Hawaii, and overseas will involve additional costs.

Romeo 25 Technical Specifications:
· Printing

Print Speed: 25 characters per second.

Line Width:  0 characters with Library of Congress spacing.

Paper: Continuous tractor feed paper.

Width: Adjustable. 1.5 to 13.25 inches (3.8 to 33.6 cm).

Paper Length: Selectable. 3 to 14 inches (7.6 to 35.6 cm).

Paper Weight: Variable.

· Physical Description

Width: 21.25 inches (53.9 cm).

Depth: 13.25 inches (33.6 cm).

Height: 8.25 inches (20.9 cm); 6.00 inches (15.2 cm) without lid.

Weight: 32 pounds (14.5 kg).

Sound Level: 72 DBA.  Sound level may vary with ambient conditions.

Case Style: Attaché, with handle.
· Environmental

Temperatures: 
Operating: 35 F to 120 F (2 C to 49 C). Storage: Minus 55 F to 175 F (-48 C to 80 C).

Humidity: Operating or Storage: 10% to 95% non-condensing.

Shock: 3 foot drop (approximately 5G).

· Electrical

Line Voltage: User Switchable, 105-130 VAC or 210-260 VAC.

Amperage: 1.00 Amperes (105-130 VAC), 0.50 Amperes (210-260 VAC).

Wattage: (Approximate) 200 (14.5 in low power mode).

Interface: (Port 1) Centronics Compatible Parallel. (Port 2) Asynchronous Serial EIA RS-232D, DTE.

Energy Star logo:
After three minutes of inactivity, Romeo 25 automatically enters a special low power consumption mode to save energy. As an ENERGY STAR® partner, Enabling Technologies has determined that this product meets the ENERGY STAR® guidelines for energy efficiency.
For information or to place an order, contact your local dealer:

Adaptive Information Systems Inc.
We Make Technology Accessible to the Vision Impaired and Reading Disabled

Roger Behm, President
1611 Clover Lane

 Janesville, WI  53545

Voice: (608) 758-0933 or (877) 792-4768  

Fax: (608) 758-7898

Email: aistech@ameritech.net
Web Page: WWW.ADAPTIVEINFORMATION.ORG
